
Description:

Flexbond AC500  is a non-sag, all-purpose construction 

adhesive for long-term fixing, for all materials (without 

PE, PP, PTFE). Bonding a wide variety materials such as 

wood, gypsum, chipboard, MDF, XPS, EPS, polyurethane, 

ceramic tiles. 

Application:

 © Sealing joints between window frames and the wall 

around the door frames and windows joints in parquet 

flooring, paneling, etc.  

 © Adhesive for durable installation of moldings, 

baseboards, acoustic anddecorative panels and 

elements

 © Bonds porous materials such as cork, wood, 

polystyrene, plaster, concrete, stone, ceramics, 

polyurethane, etc.

Advantages:

 © solvent-free 

 © environmental friendly 

 © odourless

 © all purpose

 © excellent adhesion 

 © waterproof

 © paintable after cure

Method of Use

Clean the surfaces from dust, grease and loose particles. 

Dry. 

Flexbond AC500 is applied  with the use of a caulk-gun. 

Cut the nozzle at 45˚. 

Apply adhesive strips or wavy over the entire surface. Use 

the notched trowel if you need.

Place the item in the required position. Tightly press and 

hold for 10 seconds. 

Consolidate the element if needs in first 2 - 24 hours until 

the glue set.

Notes

Flexbond AC500 is not applicable for PE, PP, PTFE.

Make a preliminary test for adhesion. 

Working temperature - +5 to +40 °C

Time for repairs - 20 - 30 minutes at +23 °C.

Technical Proper! es -  23°С, 50% RH 

Colour: white

Density: 1.6  g/ml ± 3%

Applica" on temperature: from +5 #C to + 30#C

Adhesion with XPS: 0.39 N/mm2

Adhesion with EPS: 0.28 N/mm2

Adhesion with concrete: 3.0 N/mm2

Adhesion with parquet: 1.0 N/mm2

Adhesion with PVC: 0.05 N/mm2

Skinning " me: 20 - 30 min

Bond strength * (ASTM D1002):

Tiles: 0.61 MPa

Porcelain: 0.75 MPa

Plaster: 1.03 MPa

Wood: 1.40 MPa

Glass: 0.41 MPa

Steel: 1.15 MPa

Sheet metal: 1.98 MPa

Aluminium: 0.88 MPa

Aluminium with powder 

coa" ng: 
0.23 MPa

 

* on the 7th day.

Packaging:

Flexbond AC500 is available in 280 ml cartridges, 12 pcs 

in a box. Polyethylene nozzles are included in each box.

Storage

Flexbond AC500 should be stored in original unopened 

packages at temperatures between +5#C and +30#C in a 

dry place.

Flexbond AC500
Acrylic adhesive for long-term installa" on



Shelf Life:

Flexbond AC500 has a shelf life of 12 months if stored 

under the recommended condi� ons. 

If these conditions are exceeded, DCP Technical 

Department should be contacted for advice.

Cautions

Health and Safety

Keep it away from children.

Product is non-hazardous once cured.

For further informa� on refer to the Material Safety Data 

sheet.

More from Don Construction Products

A wide range of construction chemicals products are 

manufactured by DCP which include:

 © Concrete admixtures.

 © Grouts and chemical fixings.

 © Concrete repairs.

 © Industrial floorings.

 © Structural protection.

 © Waterproofing.
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